


 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

Constant Current Discharge(CC,Unit:A)  at 25℃(77℉) 
F.V/Time 5Min 10Min 15Min 30Min 1Hr 2Hr 3Hr 4Hr 5Hr 6Hr 10Hr 20Hr 

1.85V/Cell 37.72  25.60  20.62  13.67  7.50  4.03  3.32  2.538  2.196  1.754  1.118  0.578  

1.80V/Cell 38.44  26.09  21.01  13.93  7.64  4.10  3.39  2.587  2.238  1.787  1.139  0.589  

1.75V/Cell 39.16  26.58  21.40  14.19  7.79  4.18  3.45  2.635  2.280  1.821  1.161  0.600  

1.70V/Cell 42.69  28.17  22.69  14.75  7.93  4.25  3.51  2.682  2.320  1.853  1.181  0.611  

1.67V/Cell 46.99  30.57  24.62  15.58  8.01  4.30  3.55  2.711  2.345  1.872  1.194  0.617  

1.60V/Cell 50.91  32.16  25.90  16.25  8.10  4.34  3.59  2.740  2.370  1.893  1.206  0.624  

Constant Power Discharge (CP,Unit:W) at 25℃(77℉) 
F.V/Time 5Min 10Min 15Min 30Min 1Hr 2Hr 3Hr 4Hr 5Hr 6Hr 10Hr 20Hr 

1.85V/Cell 73.55  49.92  40.20  26.65  14.63  7.85  6.48  4.95  4.28  3.42  2.18  1.13  

1.80V/Cell 74.96  50.88  40.97  27.16  14.91  8.00  6.60  5.04  4.36  3.48  2.22  1.15  

1.75V/Cell 76.36  51.83  41.74  27.67  15.19  8.15  6.73  5.14  4.45  3.55  2.26  1.17  

1.70V/Cell 83.24  54.94  44.24  28.77  15.45  8.29  6.84  5.23  4.52  3.61  2.30  1.19  

1.67V/Cell 91.64  59.61  48.00  30.38  15.62  8.38  6.92  5.29  4.57  3.65  2.33  1.20  

1.60V/Cell 99.27  62.72  50.50  31.68  15.79  8.47  6.99  5.34  4.62  3.69  2.35  1.22  
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Terminal Voltage (V) and Discharge Time 

 

Battery Vlotage and Charge Time for Standby Use 

 

  Battery Vlotage and Charge Time for Cycle Use 

  Battery Vlotage and Charge Time for Cycle Use 

Tickle(or Float) Service Life    

 

Cycle Service Life 

VRLA Battery MC 12-12A 


